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1If CRANE FORKS

1055(T) Telescopic Self

Levelling Crane Forks _ Als

Designed for crane lifting of brick packs and
pallats, with adjustable forks. These forks have
the advantage of a spring loaded Iifting eye
which automatically adjusts to compensate for
the different weights carried. This ensures that
the crane fork stays level, both when empty or
full. The load height of these forks can be
adjusted from 1100mm to 1600mm by

a pin system.

Safetynet15x1.5x16
SWL 2000 kg

Cap. Fork Lenih | Fork wicih | Load haight W

20000 i000mm_| 360-380mm | _1100mm 200K]

Il CONCRETE SKIPS D

1013 Bottom Discharge Skip

For mass concrete and often used for
filling between pre-cast units. Heavy

duty design and easy to operate with a - -
lever operated discharge gate. :
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.‘r.,_‘_ I _f,,,.l L 250 | B70 | G40 | 400 | 1050 | 120 [1230 | 1600 | 98
— 375 | Br0 | 040 | 400 | 1050 | 260 |1370 | 1750 | 130
500 | 1040 | 1080 500 | 1100 | 300 | 1460 | 170 | 206
- b - 750 | 1400 | 1400 | 500 | 1280 | 200 | 1540 | 2300 | 260
- ‘ = 1000 1400 | 1400 | 500 | 1780 | 350 |1690 | 2500 | 300
1500 1600 | 1600 | 500 | 1360 | 400 |1820 | 2750 | 398
2000 1600 | 1600 | 500 | 1360 | 700 | 2120 | 3000 | 570
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IIi CONCRETE SKIPS

1025(H) Geared
Coneflow Concrete Skip

A general purpose skip which is fast and K 5.‘." A
accurate in placing concrete. Easy concrete
flow with good control due to the cone shape
design, with laydown facility to assist filling.
When lifted the skip returns to it's vertical
position ready for pouring concrete.

[Cap | D A E F H HE | wn
500 | 1150 | 420 | G50 | B50 | 1900 | 24A0 | 260
750 | 1150 | 420 | 700 | 900 | 1960 | 2540 | 5A0
1000 | 1150 | 420 | 700 | 980 | 2200 | 2780 | 440
1250 | 1400 | 500 | 850 | 1150 | 2400 | 3100 | 585
1500 | 1400 | 500 | 850 | 1200 | 2500 | 3200 | Gao
2000 | 1400 | 500 | @50 | 1300 | 2700 | 3400 | @m0

1036 Concrete Column Skip

For pouring concrete into columns or narrow
formwork and often where access is difficult.
Extra heavy duty and rugged design with pull
rope for opening the discharge gate. At the

end of the opening operation the discharge / ; I

valve is closed automatically by a e — 4
spring refractor. ) P
L A
The concrete skip is built in conformance with ;’ _.r-:‘_' :
official labour safety regulations. Standard | Bl

version supplied fitted with 3.0m flexible tube, Jg-w
which allows concrete to be poured without : n
segregation. Designed to lay down when
standing on the ground to assist filling.
When lifted, the skip then retumns to its
vertical position.
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500 | 1050

1050
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OpL.
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1750

2200 | 750 | 290

750 | 1200

1200

BE0

OpI.

11250

750

2000

2520 | 840 | 360

1000{ 1200

1200

BGD

opL

1250

00

2150

2740 | BED | 380

1250( 1500

1300

BGD

opL

1500

800

2300

2820 (1000 | 540

1500 1500

1500

BED

0pI.

| 1500

00

2400

2980 /1030 | 570

2000 1500

1300

BGD

apL

1500

1150

2650

3280 | 1080 | 650

A- 300 B Grandard 150, @ 300, @ opdonal
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